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83PCS CORD END TERMINAL & TOOL KIT 6PCS QUICK CHANGE RATCHET CRIMPER KIT
Contents QTY
Contents QTY
. Jaw for Insulated Terminal -A
Cord End Terminal 0.5mm2/L:8mm [Orange]| 10 | PCE sl Sy
Cord End Terminal 0.75mm2/L:8mm [White] | 10 PCE * AWG 22-18/16-14/12-10 SET
Cord End Terminal 1.0mm2/L:8mm[Yellow] 10 PCE *DIN 0.5-1.0/1.5-2.5/4-6 mm?
Cord End Terminal 1.5mm2/L:8mm [Red)] 10 PCE
Cord End Terminal 2.5mm2/L:8mm [Blue] 10 PCE Jaw for Non-Insulated Terminal -B
Cord End Terminal 4.0mm2/L:10mm[Grey] | 10 | PCE Nﬁ&'{gﬁ;?ff;:gmﬂg - SET
Cord End Terminal 6.0mm2/L:12mm|Black] 4 PCE “DINO515 /1525 /4.6 /10 mm?
Cord End Terminal 10mm2/L:12mm [lvory] 4 PCE
Cord End Terminal 16mm2/L:12mm [Green] 4 PCE om— ————
Cord End Terminal 25mm2/L:16mm [Brown] | 2 | PCE oi“;n"éarf’;"mfnzﬁal SN e
Cord End Terminal 35mm2/L:16mm [Beige] 2 PCE « AWG 20-18/16-14/12-10
PP Box 3 PCE * DIN 0.5-1.0/1.5-2.5/4-6 mm?
Jaw for Cord End Terminal (0.5-4.0mm2) -D .
Cord End Terminal 1 SET Jaw for Cord-End Terminal -D
+ AWG 20/18/17/16/14/12 Cord End Terminal SET
« 0.5/0.75/1.0/1.5/2 5/4.0 mm? = AWG 20/18/17/16/14/12
» 0.5/0.75/1.0/1.5/2 .5/4.0 mm?
Jaw for Cord End Terminal (6.0-16mm2) -F Jaw for Cord-End Terminal -F
Cord End Terminal Cord End Terminal SET
+AWG10/8/8 1 SET *AWG10/8/6
+DING/ 10/ 16 mm? *DING/10/16 mm?
Quick Change Ratchet Crimper PCE
Jaw for Cord End Terminal (25-35mm2) —F1 Jaw:
Cord End Terminal et
CAWG 4 /2 1 SET Material: AISI-4140
“DIN 25 /35 mm? Surface Treatment: Zinc Phosphate
Quick Change Ratchet Crimper 1 PCE Quick Change Ratchet Crimper:
Body: Carbon Steel
Handle: PP+TPR(PAHs Approved)
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FULL COLOR 3 STRIP LED WITH DIM
kﬂ”ﬂﬂ REMOTE AND STAINLESS STEEL STAND
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GT-9604 GT-9605

TAP & DIE SET METRIC M3, M4, M5, M&, M7, M8, M10, M12 WHEEL HUE NUT COVER REMOVER

* This tool set will allow you to effortlessly
remove those hard to pull nut / bolt cover
caps.

+ It can handle almost all kinds of wheel
cover caps on the market.

GT-9604-1 PLC-9091
40 PIECE PREMIUM TAP AND DIE SET ADJUSTABLE SELF LOCKING PLIER FOR EXHAUST PIPE
SAE INCH SIZE 1/2, 7/16, 3/8, 5/16, 1/4, 12, 10, 8, 6, 4 CUTTING

T shape-screw is easy to adjust
ressure and fitworl
P i

Replace able chain

L

Features:

* Cuts thin wall pipes (Steal, Copper, PVC etc.)
up to 2.5 mm in confined areas by simple
ratcheting.

* 14 cutting wheels, $UJ2 cutter wheel

* Replaceable chain

* HSS cutter wheel is available.

* Jaw : CR-MO : Body : CR-MO

* Chain length:330mm

* Chain pin: CR-MO

+ Chain sheet: High carbon steel

+ Chain blade: SUJ2

+* Cathode electro deposition paints

= Chain & Pliers connection: hex socket
cap scraw + nylon lock nut
(European type)
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SAFETY (REVERSIBLE) .
WIRE TWISTING PLIERS

www.kaupa.com. tw PLC-9089 & 9089-1 & 9090 & 90901

PLC-9089

6" SAFETY WIRE ;
TWISTING PLIERS
215MM

Y PLC-9090

6" REVERSIBELE WIRE
TWISTING PLIERS
235MM

PLC-9090-1

9" REVERSIBELE WIRE TWISTING
PLIERS 285MM

PLC-9089-1

9" SAFETY WIRE
TWISTING PLIERS
265MM
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TT-9298E TT-9302E 4
* The Mercedes-Benz W654 1.6L and 2.0L diesel
PETROL 1.2 GDI PURETECH EB2 ENGINE TIMING CHECK KIT-PSA - ENGINE TIMING KIT FOR engines use a timing chain that is mounted at
DS - Opel/Vauxhall MERCEDES-BENZ 1.6, 2.0 DIESEL | the back of the engine which means any task
involving its removal will require the engine to
be removed.

« It can also be used to lock the camshaft and
crankshaft with the engine in the vehicle when
checking the timing.

* Vehicle applications include: A Class (from
2019), B Class (from 2019), C Class (from 2018),
CLA (from 2019), CLS (from 2018), E Class
(from 2016), GLB (from 2019), GLC Coupe
(from 2019), GLE (from 2019), V Class (from
2019) and Vito (from 2019).

* Engine applications include: 1.6L 654.916 and

2.0L 654.920.

* Equivalent to Mercedes OEM W654 589 00 40 00,

We&54 589 01 40 00 and W654 589 00 21 00.

« Enables a quick and easy check of the
timing belt condition.

* This can determine if a belt replacement
is required, without the need of
disassembling the engine.

ET-9378 ET-9379

INJECTOR CAM PULLER COMPATIBLE FOR CUMMINS UPPER CONTRAL ARM KNOCK OUT TOOL

Content:

+1 X Cam Gear Puller 1 X Crank Pin

*1 X 4°"Wedge * 2 X 6°Wedges

+1 X T°Wedge

*1X 7.0mm Engine Brake Adjustment Tool

Descriptions:

+ This tool is used for Cummins ISX engine brake adjustment
and can alternative to Jake Brake Tool (TMM) feeler gauge.
Tool error does not exceed 0.0005inch.

+ Use this feeler gauge to check the valve clearance quickly,
simply and accurately. Using this tool to make the gap reach
the best distance can improve engine performance and
reduce the probability of engine knock and accidental disasters.

Application:

* Applicable To All 2007-2017 Cummins Engines, Directly
Replacing Cam Timing Belt Tool, Cam Gear Puller And
Crank Pin Tool .

* Brake Adjustment Tool 7mm works on Cummins ISX Engines,
Alternative to Brake Tool (7MM) feeler gauge

. )

* New, improved devise has a self-centering
knock-out for full beat removal with less tear.

= This tool removes the inserts on upper control
arm alignment brackets.

» Service: GMC 1/2-, 3/4- and1989-2001 Chevrolet
and 1-ton 2- and 4-wheel drive trucks, and GMC
Safari vans and1990-2002 all-wheel drive
Chevrolet Astro.
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